
HPC3-Q-H2
Mini Qube

Cube client viewing station with support for Nvidia  video decod-
ing, ideal for dual monitor output requirements.

THROUGHPUT

300Mbps

STORAGE

250GB

REDUNDANCY

2 x HD

FORM FACTOR

QUBE

PROCESSING

MED
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TECHNICAL
Electrical /PSU
100 - 240V, 50 - 60Hz
250W
80 Plus Certified Bronze

Physical
241mm x 211mm x 280mm
8Kg

Enviromental
OPERATING TEMP:
5 - 35°C (50 - 95°F)

STORAGE TEMP:
-40 - +60°C (-40 - 158°F)

HUMIDITY RANGE
8 – 90% non-condensing

FCC, CUL, CE, 
EN-60950/IEC-60950

CPU

RAM

GPU

GPU OUTPUT(S)

NETWORK

OS STORAGE

OS

ACCESSORIES

STORAGE SIZES

FEATURES
2 x HD Outputs
16GB DDR4
6-core CPU
250W PSU
SATA JBOD
Qube form factor
1 x 250GB SSD (OS)
Windows 10 Pro
2 x 1Gb LAN

i5 12th Gen

16GB DDR4 UDIMM

NVIDIA P400

3 x Mini display port

2 x 1Gbe COPPER RJ45

1 x 250GB SSD

WINDOWS 10 Pro

POWER CABLES, KB & MOUSE

250 (GB)
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