HIKVISION

Comment utiliser l'outil de Design Thermique

Descriptif des icones

s )
1. Importation de la carte
2. @ Mise a I'échelle

’#

3. = Tracerune ligne

4-I-r
4, Déplacer

AT
5. Ajouter objet humain / véhicule

HikVCA | - CustomVCA [w TemperatureAlarm [+ FireAlarm

6.
Chaque couleur représente la zone effective des différentes fonctions intelligentes.
Imperial
Unité de mesure
8. Supprimer : Sélectionner l'objet, appuyer sur le bouton « Supprimer » du clavier.
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Etapes

Vous pouvez concevoir votre projet de deux manieres.

1. Sécurisation de périmétre (avec carte). = Page2

2. Sécurisation de périmétre (sans carte). = Page 9

@ Sécurisation de périmétre (avec carte)

1. Importer la carte dans votre projet

§ Thermal Design Tool

|+ New Solution 3 Open Save
L ‘:Q i

DS-2TD2136-15

& |

Resolution: 3847288

Focal Length(mm): 15.0
Horizontal Fov(®): 24.6
Vertical Fov(’
Min. focusing distance(m): 2.5

|l Basic Parameters

Mounting Height(m): '5.0

Mounting Angle (): 13.6

oo o

Panning Direction(®): |0
[ Thermal Smart Parameters:

® Hik VCA

Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement
Fire detection

Customized
VCA behavior analysis: A
Width (target)(m): 0.5
Height (target)(m): 1.8 4

Max. Distance(m): 147.1

Save as
«

[ Export report

HIkVCA (v

[ Metric JREEEA]

CustomVCA Ml TemperatureAlarm My FireAlarm v
Camera List:

Scale Map v

1px = 1.00m

Figure 1
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2. Mise a I'échelle

Tracer une ligne de I'échelle, puis définissez la taille réelle de cette ligne en métres.

© Thermal Design Tool

|+ New Solution 1 Open Save saveas [ Exportreport Imperial
PN - )
A s - HIkVCA (1w CustomVCA Ml»  TemperatureAlarm Mllv  FireAlarm v
n ' * & A P Camera List: 5|

stepl: Press the button.
E{" S-?TD?S-S

Resolution: 3847288 .
Focal Lengthimm): 15.0 Step3: Input the real distance.
Horizontal Fov(®): 24.6
Vertical Fov(%): 18.5

Min. focusing distance(m): 2.5

|l Basic Parameters

Mounting Height(m): |5.0 = The line you have just drawn represent: 200
Mounting Angle (°): |13.6 : X
Panning Direction(°): |0 =

I Thermal Smart Parameters:
Delete Preview -

® Hik VCA
Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement

Fire detection

Scale Map v

Customized

VCA behavior analysis: A

Width (target)(m): 0.5 -

Height (targetim): |1.8 - Step2: Press left mouse button to draw a scale line.

Max, Distance(m): 147. 1

1px = 0.25m

Figure 2

L'outil calcule la valeur correspondante entre les pixels et la distance réelle, basée sur votre

mesure.

8 Thermal Design Tool 0 O X

|+ New Solution ~ E Open Save Saveas [ Export report Imperial

o9 L oA « HIkVCA (v CustomVCA Mllv  TemperatureAlarm llv  FireAlarm v

Camera List: N

&"z DS-2TD2136-15
-

Resolution: 384*238

Focal Length(mm): 15.0
Horizontal Fov(%): 24.6
Vertical Fov(*): 185

Min. focusing distance(m): 2.5

|l Basic Parameters

Mounting Height(m: |5.0 4

Mounting Angle (%: |13.6 -]

Panning Direction(?): |0 £

[l Thermal Smart Parameters:

ST Delete Preview -

Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement

Fire detection

Scale Map v

Customized

VCA behavior analysis: A
Width (target)(m): 0.5 2
Height (target)(m): 1.8 =

Max. Distance(m): 147.1

1px = 0.25m

Figure 3
(Par exemple, on définie une taille de 200 métres pour le coté le plus long, chaque pixel

représentera une distance de 0,25 métres)
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3. Sélectionner la fonction et configurer les paramétres
3.1 Sélectionner « Hik VCA » en tant que fonction
3.1.1 Sélectionnez Hik VCA

»

I Thermal Smart Parameters:

# Hik VCA
Hint: Suggested human size is 0.5m*1.8m.

Temperature measurement

Fire detection

Figure 4
3.1.2 Régler la taille de la cible (taille humaine suggérée : 0,5m * 1,8 m.)
3.1.3 La distance maximale sera automatiquement affichée selon la caméra que vous
sélectionnez.

VCA behavior analysis: 2

L

Width (target){m): 0.5

L

Height (target)(m): |1.8

Max. Distance(m): 147.1

Figure 5
3.2 Sélectionner le « Sur mesure » en tant que fonction
3.2.1  Sélectionnez personnalisée.
3.2.2  Sélectionnez humain ou véhicule
3.2.3  Régler la taille minimum horizontale et verticale (en pixels). Le total des pixels
sur la cible sera calculé automatiquement
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| Thermal Smart Parameters:

Hik WCA

Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement
Fire detection

® Customized
Car(2.3m*2.3m) '®* Human(0.5m*1.8m)

Min pixel:

2 i A

Horizontal Vertical Total pixels on target

Max. Distance(m): 142.8

Figure 6
(Note : Le mode personnalisation est plus approprié pour les utilisateurs qui utilisent
un algorithme tiers partie pour les analyses intelligentes.)

4 Select Camera Sélectionnez la caméra
4.1 Par exemple, sélectionnez DS-2TD2136-10/V1, puis appuyez sur "Ajouter".

La caméra sera ajoutée dans la liste Design et la liste des caméras

@ Thermal Design Tool

|+ New Solution [ Open Save Saveas  [% Exportreport Imperial
2.8 P4 \L‘ ..:4 A -~ ed HikVCA © » CustomVCA [l v TemperatureAlarm [l v FireAlarm v Camera List
1DS-2TD2136-10/V1 J
L? DS-2TD2136-10/V1 Focal Length: 9.7(mm)
- Select Camera Resolution:384*288

Resolution: 384+288

Focal Length(mm): 9.7
Horizontal Fov(*): 37.2
Vertical Fov(*): 28.3

Min. focusing distance(m): 1.0

|l Basic Parameters

Mounting Height(m): 5.0 <

Mounting Angle (%): |18.5 z
Panning Direction(°): |0 z
| Thermal Smart Parameters:

® Hik VCA X Delete [3, Preview =

Hint: Suggested human size is 0.5m*L8m.
Temperature measurement

Fire detection Scale Map v

Customized

»

VCA behavior analysis:

Width (target)(m): 0.5 -

Height (targetim): 1.8 -

Max. Distance(m): 95. 1

Add

1px = 0.25m
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Figure 7

4.2 Camera 1 daffiche la zone aveugle (figure en rouge) et une distance effective pour
homme (figure en bleu) selon votre configuration.

Figure 8

5 Configurer les parametres de base

5.1 Dans le tableau de Design, ajustez la hauteur de montage avec la molette de la souris.

5.2 Dans le tableau de Design, ajustez I'angle de montage avec la molette de la souris.
(Suggestion :ajustez 'angle de montage pour étre compris entre la moitié de I'angle
vertical et la moitié de I’ angle horizontal de I'optique thermique.)

5.3 Dans le tableau de Design, réglez la direction panoramique avec la molette de la souris.

(Note : la direction panoramique représente la direction de la caméra. La limite

Horizontale droite représente 0 °; I'angle de direction augmente dans le sens horaire. )

@ Thermal Design Tool

|+ New Solution £ Open Save Saveas  [3 Export report Imperial

P i =
n N - HVCA (v CustomVCA lllv  TemperatureAlarm Mllv  FireAlarm v
4 A 2P S Lz Camera List:

1:DS-2TD2136-10/V1

i_‘“? DS-2TD2136-10/V1 Focal Length: 9.7(mm)
. Resolution:384+288

[ Resolution: 384288
Focal Length(mm): 9.7
Horizontal Fov(): 37.2
Vertical Fov(®): 28.3
Min. focusing distance(m): 1.0

| Basic

Mounting Height(m){ 5.0 s
Mounting Angle ()] 15.5 z

Panning Direction("}{ 5 :

I Thermal Smart Parameters:

® Hik VCA X Delete [2 Preview .

Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement

Fire detection Scale Map v

Customized

VCA behavior analysis: A

Width (target)(m): 0.5 ~
Height (target)(m): 1.8 -

Max. Distance(m): 95.1

1px = 0.25m

Figure 9
5.3 Continuer d’ajouter des caméras pour sécuriser le périmeétre
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Thermal Design Tool

| -+ NewSolution B3 Open

Saveas [ Export report

Save B Imperial

n s - HIKVCA (v CustomVCA lllv  TemperatureAlarm [llv  FireAlarm v

BN O8 L e S £ Camera List: .
1:DS-2TD2136-10/V1

7 DS-2TD2136-10/V1 Focal Length: 9.7(mm)

Resolution:384*288

T 2:DS-2TD2136-10/V1
Resolution: 3847288

Focal Length: 9.7(mm)

Resolution:384°288

Vertical Fou(’): 28.3
Min. focusing distance(m): 1.0

3:DS-2TD2136-10/V1
I Basic Parameters Focal Length: 8.7(mm)

Mounting Height(m): |5.0 3 Resolution:384'288

Mounting Angle (°): |15.5 - 4:DS-2TD2136-10/V1

Panning Direction(): | 183 s Eoos tongth = )
Resolution:384%288
I Thermal Smart Parameters:

© Hik VCA X Delete [2 Preview i

Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement
Fire detection Scale Map ¥
Customized

VCA behavior analysis: A

Width (target)(m): 0.5 €

Height (target)(m): 1.8 -

Max. Distance(m): 95.1

Figure 10
5.4  Supprimer et afficher un apergu de la caméra

Thermal Design Tool ]

| ~+ NewSolution B3 Open saveas  [3 Exportreport Imperial
T ;& - HIkVCA (v  CustomVCA lllv  TemperatureAlarm lllv  FireAlarm v
BN/ e S e Camera List: N
1:DS-2TD2136-10/V1
‘? Ds-2TD2136-10/V1 Focal Length: 9.7(mm)

Resolution:384*288

2:DS-2TD2136-10/V1
Resolution: 384288

Focal Length(mm): 9.7 Focal Length: 9.7(mm)
Horizontal Fov(%): 37.2
Vertical Fov(’): 28.3

Min. focusing distance(m): 1.0

|l Basic Parameters

Resolution:384"288

3:DS-2TD2136-10/V1

Focal Length: 9.7(mm)

Mounting Height(m: |5.0 2 Resolution:384°288
Mounting Angle (): |15.5 : 4DS-2TD2136-10/V1
Panning Direction(?): |183 3 Focal Length: 9.7(mm)

Resolution:384*288
I>< Delete ] [@ Preview ]

Scale Map v

I Thermal Smart Parameters:

® Hik VCA

Hint: Suggested human size is 0.5m*1.8m.

Temperature measurement

Fire detection

Customized

VCA behavior analysis: A

Width (target)(m): 0.5 4
Height (target)(m): 1.8 <

Max. Distance(m): 5.1

1px = 025m

Figure 11
5.5  Ajouter objet: humain ou véhicule
Par example, ajouter un objet humain et véhicule dans une zone visible de caméra 1
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§ Thermal Design Tool

| —+ New Solution  E3 Open [ Export report

B9 L « HIkVCA (v CustomVCA Mlv  TemperatureAlarm My FireAlarm v

a*'i DS-2TD2136-10/V1
:

Resolution: 384*288

Focal Length(mm): 9.7
Horizontal Fov(®): 37.2
Vertical Fou(’): 28.3

Min. focusing distance(m): 1.0

I Basic Parameters

Mounting Height(m): 5.0 &
Mounting Angle (%): |15.5 s
Panning Direction(®): |7 =4

I Thermal Smart Parameters:

® Hik VCA
Hint: Suggested human size is 0.5m*1.8m.
Temperature measurement

Fire detection

Customized
VCA behavior analysis: A
Width (target)(m): 0.5 €
Height (target)(m): 1.8 5

Max. Distance(m): 95.1

1px = 0.25m

Imperial

Camera List:

1:DS-2TD2136-10/V1
Focal Length: 9.7(mm)
Resolution:384°288

"DS-ZTDZIS6-T07VT
Focal Length: 9.7(mm)
Resolution:384%288

3:DS-2TD2136-10/V1
Focal Length: 9.7(mm)
Resolution:384'288

4DS-2TD2136-10/V1
Focal Length: 9.7(mm)

Resolution:384*288

X Delete [2 Preview d

Scale Map v

&

Car(2.3"2.3m): 22.2(m) 3186 pixels on target  *
Human(0.5*1.8m): 12.5(m) 1672 pixels on
target =

Figure 12

Puis la carte d’échelle de caméra 1 montre combien de pixels sont sur la cible

Scale Map

=

Car(2.3*2.3m): 22.2(m) 3186 pixels on target

Human(0.5*1.8m): 12.5(m) 1672 pixels on
target

-~

Figure 13
6. Exporter le repport de Design

Enregistrer le rapport de Deseign sous le format PDF dans votre dossier local
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Thermal Design Tool

‘ + NewSolution I Open Save

mo¢ L A

¥ |

Resolution: 384288
Focal Length(mm): 9.7
Horizontal Fov(’): 37.2

DS-2TD2136-10/V1

Vertical Fov("): 28.3

Min. focusing distance(m): 1.0

I Basic

Mounting Height(m): |5.0 :
Mounting Angle (°): 15.5 z
Panning Direction(): 7 :

I Thermal Smart Parameter

 Hik VCA

Hint: Suggested human size is 0.5m"1.8m.
Temperature measurement
Fire detection

Customized

VCA behavior analysis: A
Width (target)(m): |0.5 :
Height (target)(m): 1.8 H

Max, Distance(m): 95. 1

Save as

[2 Export report
TRV

TemperatureAlarm llv

Project Name:

Project Designes

Suggestion: The suggested picture resolution should be

greater than 1024*768.

BT
5

SR i
e
Rt e

1px = 0.25m

FireAlarm

| Metric JRGESRE

Camera Li
1:DS-2TD2136-10/V1
Focal Length: 9.7{mm)
Resolution:384°288
2DS-2TD2136-10/V1
Focal Length: 9.7(mm)
Resolution:3847288
3:DS-2TD2136-10/V1
Focal Length: 9.7{mm)
Resolution:384°288
4:DS-2TD2136-10/V1
Focal Length: 9.7(mm)
Resolution:384"288

X Delete [2 Preview

Scale Map v

&

Car(2.3*2.3m): 22.2(m) 3186 pixels on target
Human(0.5*1.8m): 12.5(m) 1672 pixels on
target .

Figure 14
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Sécurisation de périmétre (sans carte)

Tracer une ligne(1 pixel = 1.00m)

2  Thermal Design Tool

‘ + Newsowton [ open [ swe [ swess |3 Exportrepon

m @ | ‘-:-v A - HIkVCA [ w CustomVCA [l w TemperatureAlarm [l + FileAlarm  w
‘ A DS-2TD2615-10

nnnnn

30600
Resolution:
Focal Le
Horizor
Vertical For
Min. f S 1t 1

200.00 204.00
| Basic Parameters
Mounting Height(m): 10.0 :
Mounting Angle () | 20.1 :
nnnnn
30666
1px = 1.00m
Add
pap
Figure 15

2. Les étapes suicantes sont identiques a celles des étapes 3 a 6

10
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